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G882D
RLM - Large Bore - Filtered - Pressure Gauge

"Digital"

Features

 Assembled in Australia - with Locally made and imported parts.

 High Quality 80mm Digital Manometer Reader 0 - 290Psi in 0.1 Lb increments.

 Compliant to Australian & European Standards: AS1349-1986 / 61326:2004.

 Heavy particle filtration cylinder.

 Rubber Gauge head protector.

 Detachable Large Bore Air Chuck.
 Quality made components – German / Japan / USA / Australian.

  

Operational Features

 Designed & purpose built for earthmoving and mining industries, where tyres have a liquid coolant or
sealant installed.

 Filtration unit will prevent heavy contaminant from damaging the gauge.

 Digital Reader with 0.1 Lb increments allow for accurate tyre pressure monitoring.
 Digital display in - PSI / BAR / MPa.

 Detachable air chuck allows for easy cleaning or interchange with small bore chuck.

 Whole unit can be disassembled for cleaning and maintenance.

 RLM offer full backup support – Spare Parts – Servicing – Gauge Calibrations

Supplier of Tyre and Wheel Servicing Products

Telephone: (07) 3277 9311 Facsimile: (07) 3875 1664
Website: www.rlmdistributing.com.au ABN 74 010 764 155


